SEWER EXTENSION —
1. ALL MATERIALS & CONSTRUCTION METHODS SHALL BE IN ACCORDANCE WITH NCDOT DESIGN STANDARDS, DETAILS & SPECIFICATIONS.
2. 3.0 MINIMUM COVER IS REQUIRED ON ALL WATER MAINS AND SEWER LINES
3. INSTALL 4 ”"PVC SEWER SERVICES @ 1.0% MINIMUM GRADE WITH CLEANOUTS LOCATED 1° FROM ROW OR EASEMENT LINE & SPACED EVERY 75 LINEAR FEET MAXIMUM
4, ALL ENVIRONMENTAL PERMITS APPLICABLE TO THE PROJECT MUST BE OBTAINED FROM NCDWQ, USACE &/OR FEMA FOR ANY RIPARIAN BUFFER, WETLAND &/OR FLOODPLAIN IMPACTS (RESPECTIVELY) PRIOR TO
CONSTRUCTION.
5. MAINTAIN A MINIMUM OF 18 INCHES OF VERTICAL SEPARATION BETWEEN UTILITIES. %
6. VERIFY ALL ILLUSTRATED UTILITY CROSSINGS PRIOR TO CONSTRUCTION AND NOTIFY THE ENGINEER IF CONFLICTS ARE ENCOUNTERED. 560 <« | 560 7%
7. CONTRACTOR SHALL COORDINATE UTILITY RELOCATION OR ABANDONMENT WITH LOCAL UTILITY COMPANIES AS REQUIRED. 2 S S| TE =
8. ALL METERED CONNECTIONS TO COUNTY POTABLE WATER SHALL HAVE A STATE—APPROVED BACKFLOW PREVENTION ASSEMBLY INSTALLED. 1 Q Z
9. WATER AND SEWER SHALL BE AT LEAST 10 FEET LATERALLY FROM EXISTING OR PROPOSED SEWERS. WHERE LOCAL CONDITIONS PREVENT A SEPARATION OF AT LEAST 10 FEET, THE WATER MAIN MAY BE LAID CLOSER, - o “
PROVIDED THAT THE ELEVATION OF THE BOTTOM OF THE WATER MAIN IS AT LEAST 18 INCHES ABOVE THE TOP OF THE SEWER WITH A HORIZONTAL SEPARATION OF AT LEAST THREE (3) FEET. E‘_ ,i:m 7%
10. CONTRACTOR TO CONTACT COUNTY TO VERIFY IF A PLUMBING PERMIT ISSUED BY THE BUILDING INSPECTION DIVISION IS REQUIRED FOR ALL PLUMBING SYSTEMS, INCLUDING WATER AND SEWER CONNECTIONS. .2 mf\! )
11. 1T IS THE RESPONSIBILITY OF THE CONTRACTOR OR HIS REPRESENTATIVE(S) TO LOCATE AND IDENTIFY ALL EXISTING AND PROPOSED UTILITIES AND TO CLEARLY IDENTIFY THEM ON THE APPROVED PLANS. (\llu“’) T% ’\58 =2
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\ \/0(/ HORIZONTAL SCALE 1” - 4,0 BUILDING LOCATIONS BASED ON PLUMBING
NS VERTICAL SCALE: 1” = 4 PLANS.
\ 2. THERE SHALL BE NO TAPS, PIPING
BRANCHES, UNAPPROVED BYPASS PIPING,
\ HYDRANTS, FIRE DEPARTMENT
CONNECTIONS, OR OTHER WATER USING
\ APPURTENANCES CONNECTED TO THE
SUPPLY LINE BETWEEN ANY WATER METER
AND ITS STATE REQUIRED BACKFLOW
\ PREVENTER. STATE CONSTRUCTION OFFICE
\ IS AHJ FOR THIS PROJECT.
1. CONTRACTOR TO LOCATE TIE—INS TO ALL
\ BUILDING LOCATIONS BASED ON PLUMBING
PLANS. CONTRACTOR IS RESPONSIBLE FOR
COORDINATING AND PAYING FOR INSTALLATION
INCLUDING TAP FEES. (INCLUDING CAPITAL
£iB FACILITY FEES)
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1. CONTRACTOR IS FULLY RESPONSIBLE FOR —
CONTACTING APPROPRIATE PARTIES AND (a
ASSURING THAT EXISTING UTILITIES ARE LOCATED
PRIOR TO CONSTRUCTION. >-
2. CONTRACTOR IS RESPONSIBLE FOR PLACING I:
BARRICADES, USING FLAG MEN, ETC. AS |
NECESSARY TO ENSURE THE SAFETY OF THE —
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